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The optional bale ejector will push the bale

clear of the tailgate, so this closes easily

once the bale is on the ground. There is no

need to reverse the tractor at the end of a

wrapping cycle.

Longer service life: The automatic chain

lubrication system with large oil reservoir

and eccentric pump is optional specifi-

cation that minimises maintenance and

boosts Comprima’s cost-effectiveness.

Automatic lubrication: An eccentric pump

supplies oil to the chain drives. The rate is

set on the eccentric control. With grease

points located in protected areas, lubri-

cation is more effective and longer lasting. 

KRONE Comprima round balers fea-
ture a host of innovative functions
that you will surely appreciate. Their
straightforward design provides easier
handling and operation while guaran-
teeing minimum maintenance and
maximum longevity. Maintenance
benefits from lubrication banks and an
eccentric pump for automatic chain
lubrication. The well-conceived design
is complemented by further options
that enhance output and reduce wear
both on tractor and machine. Take, for
example, the bale ejector, which elimi-
nates the need to reverse the tractor
when unloading the bale.

Comprima – productivity up, downtime down
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Top operator comfort: With daily servicing

made so easy, there is actually nothing left

that could possibly go unattended. All lubri-

cation points are grouped into easy-access

lubrication banks.

Smooth running: The heavy-duty roller

chains bear the highest loads and feature

spring-loaded and automatic tensioners to

reduce maintenance and enhance

longevity.

Curved and typically KRONE: The stylish

plastic panels are shock-proof, UV stable,

weather resistant and withstand heat and

cold.

KRONE round balers are not only
designed for highest densities and
outputs but are also outstanding for
their straightforward layout and easy
accessibility. Service and maintenance
on Comprima is as easy as it can get.
The panels open easily and from the
ground, giving convenient access for
brief checks and attention to the
drives.
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Baler wrapper combinations with NovoGrip system
Comprima CF 155 XC, CV 150 XC, CV 210 XC

KRONE EasyFlow: Comprima baler wrap-

per combinations are specified with the

camless EasyFlow pick-up unit, which

offers a working width of 2,150 mm (7'1")

(DIN 11220). Operating at a 30 % higher

speed, these balers have an enormous

appetite and deliver unmatched through-

puts.

The XC rotor cutter: Operating mostly in

wilted silage, all baler wrapper combinati-

ons are specified with the XC rotor cutter

that is specified either with 17 or 26 indivi-

dually spring-loaded knives.

The NovoGrip elevator with rubber treaded

fabric belts and slats is standard specifica-

tion on all Comprima baler wrappers. The

unique system delivers high bale densities

while providing quiet running and maxi-

mum longevity. 

Comprima CF 155 XC with semi-variable bale chamber, 

Comprima CV 150 XC and CV 210 XC with variable bale chamber –

a formula that works. These baler wrapper combinations integrate

two operations in one machine, eliminating 

the use of a second tractor and 

operator. Moreover, with the 

baling and wrapping modules 

coming from the same 

manufacturer, all machine 

functions and cycles 

are automatically 

controlled and perfectly 

sequenced to provide an absolutely smooth performance.

Cut labour 
and fuel costs

Separate hydraulic system

Maximum operator comfort

NovoGrip - highest densities
and quiet running

Camless EasyFlow pick-up

17 knives (standard)
26 knives (option)
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The on-board hydraulic system is supplied

from a separate reservoir to ensure

constant supply of oil to the individual

functions and independently of the tractor

system. There is a sight glass on the

reservoir for operators to check the oil level.

The separate gearbox: The baler is driven

by a main gearbox and the hydraulic

system by a slip-on gearbox with oil pump.

Both drivelines disconnect easily for the

hydraulic system to continue operation in

the event of a blocked main gearbox. 

Flexible: Comprima CF 155 XC, CV 150 XC

and CV 210 XC offer the flexibility to bale

hay and straw bales without film wrapping

them. This means that the bales are

dropped in pairs for efficient handling and

loading.

If the task is to harvest quality silage,
Comprima CF 155 XC, Comprima 
CV 150 XC and Comprima CV 210 XC
will give you true peace of mind.
Wrapping right after baling, these
combinations ensure the silage quali-
ty does not deteriorate as the bale sits
in the field, waiting to be wrapped. In
addition, a combination eliminates the
risk of crop contamination as bales are
not placed on the ground before film
wrapping. Heavy crop is no problem
either, thanks to a separate hydraulic
system that controls and sequences
all functions as well as standard
tandem axles that reduce the risk of
rutting.
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Comprima CF 155 XC is the world’s first
machine that integrates all variable baling
and wrapping functions into one machine.
You can easily meet customer require-
ments for larger-diameter silage bales,
because you save film and time spent on
bale collection. Larger-diameter bales are
now also preferred in hay and straw. 

Precision control: The lift arm places the
bale fast, accurately and centrally on the
wrapping table, even on hillsides.

The pin setting system: Bale diameters are
set in 5 cm (2") steps from 1.25 m to 1.50 m
(4'1" to 4'11") by refitting a pin on the rods
on either side of the machine. The rods
adjust the baling pressure of the NovoGrip
system. It’s easy.

Unique – the first baler wrapper 

with semi-variable fixed chamber

Comprima CF 155 XC

Comprima CF 155 XC. It is the only baler wrapper combination

that features a semi-variable fixed bale chamber. This bales 

and wraps round bales of 1.25 m -1.50 m 

(4'1"- 4'11") diameters. Built to 

a short and compact design, 

the machine boasts the 

NovoGrip system 

and a standard 

tandem axle.

6 different 1.25 - 1.50 m
(4'1"- 4'11') bale diameters

Automatic bale/wrap function
management

Reliable bale transfer 
by lift arm

Compact and short design
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A fully automatic and integrated sys-
tem: As soon as the baling chamber is
filled or the preset density is reached,
the system signals the operator to
stop. The net is fed into the baling
chamber and net wrapping starts.
Then the tailgate opens and the lift
arm transfers the bale onto the wrap-
ping table. As the baler resumes
baling, the wrapper starts wrapping
and stops automatically when the
preset number of wraps has been
applied. Next time the combination
stops, because the current baling
cycle is completed, the wrapping table
tips to the rear to drop the bale onto a
rubber mat. As expected, the operator
can override any machine function
from the control unit and determine
the point of bale discharge.
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A fully automatic and integrated system: As soon as the baling

chamber is filled or the preset bale diameter is reached, the system

signals the operator to stop. The net is fed into the baling chamber

and net wrapping starts. Then the tailgate opens and the bale is

transferred via the conveyor to the wrapping table. As the front unit

resumes baling, the rear unit starts wrapping and stops automatic-

ally when the preset number of wraps has been applied. Next time

the combination stops, because the current baling cycle is com-

pleted, the wrapping table tips to the rear to drop the bale onto a

rubber mat as described for Comprima CF 155 XC.

Baler wrapper combination with variable chamber
Comprima CV 150 XC

KRONE Comprima CV 150 XC is a baler wrapper combination

that features a variable bale chamber. It shares the baling

module with the CV 150 XC variable round baler with XC cutter.

Its NovoGrip baling system produces highest 

density bales of variable diameters 

from 1.00 m to 1.50 m 

(3'3"- 4'11"). 

Variable 1.00 - 1.50 m 
(3'3"- 4'11") bale diameters

KRONE NovoGrip
High density
Quiet running

Automatic bale/wrap function
management

Reliable bale transfer via
chain and slat conveyor
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The passageway on Comprima V 150 XC is

a chain and slat system that transfers the

bale from the chamber to the wrapping

table – a reliable system that offers perfect

support to the sides of the bale for a

positive transfer even in the most difficult

conditions.

Powerful drive: The chain and slat elevator

is driven by two hydraulic motors that are

mounted to either side of the elevator. Their

combined drive power transfers even the

heaviest bales reliably and consistently to

the wrapping table – even on tougher

ground conditions.

A sure touch: The chain and slat wrapping

table cradles and rotates any bale. The

guided chain/slat system prevents the bale

from bouncing on the table to ensure

smooth wrapping.  

The Comprima CV 150 XC baler wrap-
per with variable bale chamber offers a
wide range of applications that allow
users to provide the service their cus-
tomers ask for. They can bale and
wrap silage bales of 1.00 m -1.50 m
(3'3" - 4'11") diameters, because baler
and wrapper form a perfect match.
The crop is chopped either by up to 17
or 26 knives, so that bales are easier to
split and fork out when it comes to
feeding. Moreover, CV 150 XC is able
to accumulate the bales and discharge
them in pairs to provide even greater
flexibility in hay and straw. 
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The biggest bales – exclusively from KRONE
Comprima CV 210 XC

Comprima CV 210 XC is an absolutely new design on the

market. The variable baler wrapper from KRONE responds 

to demands for larger hay and straw bales 

of up to 2.05 m (6'9") diameters and 

for silage and haylage bales of 

up to 1.75 m (5'9") diameters. 

After all, the larger the bales 

the higher your workrates and 

the better the tractor’s fuel 

economy. In addition, bigger bales 

reduce wrapping costs per tonne of crop 

as well as time and cost spent on handling 

and transport.

Baling up to 1.75 m (5'9") diameter silage

bales, Comprima CV 210 XC gives you all

the flexibility you need. For high-quality

forage, the NovoGrip system progressively

increases the pressure inside the chamber

as the bale diameter grows.

Handling the bale: the design and arrange-

ment of the chamber and the wrapping

table allow the bale to simply drop from

the chamber onto the table. Should this be

a problem in undulating terrain, the bale

will get a lift from a lifting handle.

Clever stuff. To guarantee a perfect wrap,

the film dispenser adapts hydraulically to

the current bale diameter that was

programmed to the terminal. It also clears

the way to allow large hay and straw bales

pass through for unloading without

wrapping.

Variable chambers for
variable 1.00 - 2.05 m 
(3'3" - 6'9") bale diameters 

Variable film wrapper for
variable 1.00 - 1.75 m 
(3'3" - 5'9") bale diameters 

Film wrapper adjusts
automatically to the current
bale diameter

Compact design

Very fast bale transfer from
the chamber as bale drops
onto the table by gravity 

Comprima_2013.qxp  18.10.2013  10:21  Seite 36



37

Perfect functionality and handling. 

Comprima CV 210 XC is easy to operate.

You simply enter the pressure, the dia-

meter, the number of net wraps and the

settings for the film wrapper. Once this is

done, the baler wrapper will go about its

business fully automatically. The cham-

ber door opens just wide enough to eject

the bales of any size, which drop on the

turn table simply by their weight, which is

fast and results in a compact overall

design. A handle bar may give the bale ‘a

lift’ as required on slopes after being trig-

gered by a sensor. The award winning

film wrapper on Comprima CV 210 XC

wraps up to 1.75 m (5'9") diameter bales

and adjusts automatically to the preset

diameter. The two dispenser arms move

into their top positions to clear the way

so large and up to 2.05 m (6'9") straw

and hay bales pass through without

wrapping and for unloading in pairs. wer-

den können. 
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Double the output in half the time

Two can work faster than one: The twin arm

wraps twice as fast and halves the time that

is required for wrapping, boosting the over-

all machine output. Arm position is recor-

ded by position sensors and film break is

detected by non-contact sensors. 

Convenient handling: The dispensers give a

50% to 70% film stretch and are easily

adjusted on the double spur gears. This

standard feature helps save film and gives

the flexibility to use different types of films.

Perfect in every detail: The hydraulic drives

of the chain and slat elevator and the twin

arm are sequenced to ensure perfect film

overlapping. The dead stop handle instant-

ly stops wrapping upon contact.

Multiple functionality requires perfect synchronisation of all

functions. This is exactly what KRONE baler wrapper

combinations do. With both baler and wrapper coming 

from the same manufacturer, all functions are sequenced 

perfectly. The twin arm operates very fast to clear the 

wrapping table in time for the next bale from the 

bale chamber. As a result, you bale more 

bales per hour. The dispensers hold 

500 mm (1'8") and 750 mm (2'6") 

film rolls.

Positive bale rotation on
chain/slat wrapping table

Deep cradle gives optimum
bale stability

Clasping film tie system 

Controlled precision cut

Automatic single 
arm wrapping at film 
end or break
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As easy as it gets: The operator selects the

number of wraps (2, 4, 6 or 8) from the 

cab-mounted control unit and operates a

lever on the chain and slat elevator gear-

box to set the wrapping table to 500 mm

(1'8") or 750 mm (2'6") film.  

Perfect cut: As the wrapping table is raised

to tip off the bale, the film is automatically

perforated by knives that are mounted on

either side. As the bale rolls off the table,

the film breaks along the perforated line.

Perfect support: The wrapping table on the

Comprima baler wrapper forms a deep

cradle that supports the faces of the bale

as it is placed onto the table and wrapped

– an ideal system for hillside operation.

The wrapper works extremely reliably.
After wrapping is completed, a pull
down arm grips the film, pulls it down
and ties it in position, gathering and
pleating it in the process to ensure 
the thick film end is firmly clasped.
The system guarantees wrapping is
resumed trouble-free for a reliable
machine performance.
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Film roll storage: Located right next to the

wrapping unit, two large storage compart-

ments hold as many as ten film rolls (500 mm

(1'8") and 750 mm (2'6")) to protect them

from rain and dust. Comprima CV 210 XC

offers capacity of 12 film rolls.

Convenient and easy: The film holders in

the box pivot to offer convenient loading.

Simply slide the roll onto the holder and

fold the holder to vertical position.

Air-tight seal: The rubber mat protects the

bale during unloading and swings up and

out of the way in hay / straw operations and

when travelling between fields. 

The optional bale turner places the
bale on its face. The faces of a bale are
covered by an extra number of wraps
to protect them from damage by stub-
ble and birds. Bale collection, too, is
easier when the bales are turned.
Moreover, the bales are easier to pick
up and handle and there is no need
for a hydraulic pivoting grab. The bale
turner easily folds away when the
machine is operating in straw and hay
where two bales are discharged at the
same time.

Comprima_2013.qxp  18.10.2013  10:26  Seite 40



41

Gamma terminal

ISOBUS CCI 200 terminal

At the heart of the system is the job proces-

sor, which receives all sensor signals and

passes them on to the control unit to

update the operator. The job processor is

actually the ‘head’ of the machine, which

reduces the workload on the operator.

Neatly grouped and strong: The solenoid

operated valve chest controls the entire film

wrapping process to give the operator

absolute peace of mind. The valves allow

manual operation in the unlikely event that

the electric system fails.

Just in case: The quick-stop switch and the

dead stop handle on either twin arm

instantly stop the current wrapping operati-

on. These devices give maximum safety

when working around the machine. 

KRONE Comprima baler wrappers
offer operators very convenient opera-
tion. Choose between our ‘Gamma’
and ‘ISOBUS’ control option with or
without CCI terminal. The CCI terminal
serves as a master control unit for
ISOBUS controlled machines by many
different makes. All baling and wrap-
ping functions are sequence control-
led. At the same time, the system
gives audible and visual alarms to
update the operator on all operations.
Naturally, he can intervene at any time
and operate the machine manually
from the box.
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On the road to success

Drawbar attachment: Turn the drawbar to

suit low-mount rear ends. We offer a range

of hitch eyes to suit national requirements.

These hitch eyes are available in various in

diameter and as rotary versions.

Pin hitch attachment: Pin hitch attachment

is preferred in many countries. The drawbar

features a notch system that provides easy

and dependable adjustment to any hitch

height.

Stable stand: The sturdy stand adjusts to

different heights thanks to a threaded head

spindle, the bottom part of which telesco-

pes to provide sufficient ground clearance

when operating in big windrows.   

Special conditions require the equipment to match. To cater for

all requirements, KRONE offers for its Comprima baler wrappers

a wide range of running gears. Choose from standard and

tandem setups, braked and unbraked versions as well as air and

hydraulic (export) brakes. Enjoy the peace of mind that comes

from knowing that you are geared up for the job.

Standard tandem axles 
on Comprima baler wrappers

Optional tandem axles on
Comprima models without
wrappers

Outstanding operator comfort

Quiet running

Less compaction
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Enhanced safety: An air brake system is

standard specification on the models

Comprima V 180 CX, CF 155 XC and CV

150 XC and an option on all other

Comprima models. Export models can be

specified with hydraulic brakes.  

The standard axle with customized tyres:

Depending on model and axle specifi-

cation, all models are available with

15.0/55-17 10 PR to 500/55-20 12 PR tyres.

Large flotation tyres reduce the risk of

ground compaction and prevent rutting.

The KRONE high-clearance tandem axle

provides optimum soil protection as well as

quiet and safe running. Depending on

model, the tandem axle is available with

15.0/55-17 10 PR to 500/55-20 12 PR sized

tyres.

Swift road transport takes higher-
quality and quiet running axles. The
tandem axle offers superior comfort
for swift travel on rough terrain and
roads. At the same time, it spreads the
load onto four wheels to eliminate
scuffing and provide easier pulling.
The air brake or hydraulic brake
(export version) gives added safety
during fast travel and in sloping fields.
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Technical data

Round balers

Fixed chamber Semi-variable fixed chamber V

Model Comprima F 125 Comprima F 125 XC Comprima F 155 Comprima F 155 XC Co

Bale diameter x width approx. mm 1,250 x 1,200 1,250 x 1,200 1,250 - 1,500 x 1,200 1,250 - 1,500 x 1,200 1.
(4'1" x 3'11") (4'1" x 3'11") (4'1" - 4'11" x 3'11") (4'1" - 4'11" x 3'11") (3

Length approx. mm 4,700 (15'5") 4,700 (15'5") 4,700 (15'5") 4,700 (15'5") 4.

Width approx. mm 2,610 (8'7") 2,610 (8'7") 2,610 (8'7") 2,610 (8'7") 2.

Height approx. mm 2,650 (8'8") 2,650 (8'8") 3,150 (10'4") 3,150 (10'4") 2.

Cam trackless Pick-up
working width (DIN 1120) approx. mm 2,150 (7'1") 2,150 (7'1") 2,150 (7'1") 2,150 (7'1") 2.

Rows of tines 5 5 5 5 5

Feeder rotor Standard – Standard – St

Rotor cutter with 17 knives – Standard – Standard –
minimum knife spacing approx. mm – 64 (2.5") – 64 (2.5") –

Rotor cutter with 26 knives – Option – Option –
minimum knife spacing approx. mm – 42 (1.7") – 42 (1.7") –

Tyre size on single axle 15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR 15
500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR 50
– 500/55-20 12 PR – 500/55-20 12 PR 50

Tyre size on tandem axle – 15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR 15
– 500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR 50
– 500/55-20  12 PR 500/55-20  12 PR 500/55-20  12 PR 50

Power requirement approx. kW/HP 48/65 48/65 51/70 51/70 51

Power supply 12 V 12 V 12 V 12 V 12

Hydr. couplers 2 x sa 2 x sa 2 x sa 2 x sa 2 
w

All specifications, weights and dimensions do not necessarily comply with standard specifications and are therefore not binding.
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Variable chamber

Comprima V 150 Comprima V 150 XC Comprima V 180 Comprima V 180 XC Comprima V 210 Comprima V 210 XC

1.000 - 1.500 x 1.200 1.000 - 1.500 x 1.200 1.000 - 1.800 x 1.200 1.000 - 1.800 x 1.200 1.000 - 2.050 x 1.200 1.000 - 2.050 x 1.200
(3'3" - 4'11" x 3'11") (3'3" - 4'11" x 3'11") (3'3" - 5'11" x 3'11") (3'3" - 5'11" x 3'11") (3'3" - 6'9" x 3'11") (3'3" - 6'9" x 3'11")

4.995 (16'5") 4.995 (16'5") 5.295 (17'5") 5.295 (17'5") 5.530 (18'2") 5.530 (18'2")

2.610 (8'7") 2.610 (8'7") 2.610 (8'7") 2.610 (8'7") 2.610 (8'7") 2.610 (8'7")

2.990 (9'10") 3.150 (10'4") 3.150 (10'4") 3.150 (10'4") 3.150 (10'4") 3.150 (10'4")

2.150 (7'1") 2.150 (7'1") 2.150 (7'1") 2.150 (7'1") 2.150 (7'1") 2.150 (7'1")

5 5 5 5 5 5

Standard – Standard – Standard –

– Standard – Standard – Standard
– 64 (2.5") – 64 (2.5") – 64 (2.5")

– Option – Option – Option
– 42 (1.7") – 42 (1.7") – 42 (1.7")

15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR
500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR
500/55-20 12 PR 500/55-20 12 PR 500/55-20 12 PR 500/55-20 12 PR 500/55-20 12 PR 500/55-20 12 PR

15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR 15.0/55-17  10 PR
500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR 500/50-17  10 PR
500/55-20  12 PR 500/55-20  12 PR 500/55-20  12 PR 500/55-20  12 PR 500/55-20  12 PR 500/55-20  12 PR

51/70 51/70 59/80 59/80 66/90 66/90

12 V 12 V 12 V 12 V 12 V 12 V

2 x sa 2 x sa 2 x sa 2 x sa 2 x sa 2 x sa 
with free return line with free return line with free return line with free return line with free return line with free return line
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KRONE excellent film wrap
The KRONE excellent Slide film wrap system comprises three high-qua-
lity films for best results in silage and highest-quality fodder in any condi-
tion.    

A product for serious farming. KRONE is one of the very few manufactu-
rers who offer 500 mm (1'8") wide film. The standard width offered by
competitors is usually 750 mm (2'5.5"). Smaller film widths offer savings
when baling small-diameter bales.

excellent Edge is KRONE’s universal
net wrap system. This net spreads
exactly from edge to edge and is the
best option in any crop and on every
round baler. 

excellent RoundEdge offers excellent
edge to edge spreading technology and
therefore generous coverage beyond the
edges, protecting the bales from ingress
of moisture and loss due to 

excellent StrongEdge offers an
enormous resistance to tearing, larger
meshes and a very high resistance to 
UV rays. These attributes make it parti-
cularly suitable for use in rough crops.

KRONE excellent net wrap
excellent Edge, RoundEdge and StrongEdge nets stand out for high quality and their
ability to adapt to the current crop conditions. The KRONE net wraps were specifical-
ly developed for KRONE round balers. So, using these on your KRONE 
machine will deliver the best results you can possibly get from your machine.
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Technical data

Baler wrapper combinations

Model Comprima CF 155 XC Comprima CV 150 XC Comprima CV 210 XC

Bale diameter x width approx. mm 1.250 - 1.500 x 1.200 1.000 - 1.500 x 1.200 1.000 - 2.050 x 1.200
(1.000 - 1.750 x 1.200)

(4'1" - 4'11" x 3'11") (3'3" - 4'11" x 3'11") (3'3" - 6'9" x 3'11")
((3'3" - 5'9" x 3'11"))

Length approx. mm 6.578 (21'7") 7.239 (23'9") 7.560 (24'10")

Width approx. mm 2.960 (9'8.5") 2.960 (9'8.5") 2.960 (9'8.5")

Height approx. mm 3.410 (11'2") 3.080 (10'1") 3.630 (11'11")

Cam trackless Pick-up
working width (DIN 1120) approx. mm 2.150 (7'1") 2.150 (7'1") 2.150 (7'1")

Rows of tines 5 5 5

Feeder rotor – – –

Rotor cutter with 17 knives Standard Standard Standard
minimum knife spacing approx. mm 64 (2.5") 64 (2.5") 64 (2.5")

Rotor cutter with 26 knives Option Option Option
minimum knife spacing approx. mm 42 (1.7") 42 (1.7") 42 (1.7")

Tyre size on tandem axle 500/50-17 10 PR 500/50-17 10 PR 500/55-20 12 PR
500/55-20 12 PR 500/55-20 12 PR 620/40-R 22.5 148 D

Power requirement approx. kW/HP 74/100 74/100 81/110

Power supply 12 V 12 V 12 V

Hydr. couplers 1 x sa 1 x sa 1 x sa

(  ) = film wrapped bales
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Maschinenfabrik Bernard KRONE GmbH

Heinrich-Krone-Straße 10
D-48480 Spelle

Telefon: +49 (0) 5977.935-0
Telefax: +49 (0) 5977.935-339

info.ldm@krone.de
www.krone.de

Your KRONE dealer

News
Click here to find up-to-the minute information about KRONE – 

from new product presentations to show reviews. Here you are 

at the pulse of KRONE life.

Products
Find extensive information on our full product range. This section 

holds everything you need – from video clips to manuals.

Sales organisation
Here you find a distributor in Japan as well as your local KRONE 

dealer who will be pleased to support you. This is where you find 

your KRONE partner who will be pleased to assist you.

Jobs
Would you like to join our company? KRONE is often looking 

for diligent and motivated staff to work at our farm machinery 

factory as well as at our commercial trailer production plant. So,

this section is always worth a visit.

Media center
The KRONE ‘database’ holds thousands of documents, pictures,

test reports and much more. Here you find very detailed 

information on KRONE products that are of special interest to 

you.

Events
Are you in for a KRONE live experience? Check out for KRONE 

events and look at a machine on show or watch it during a 

demonstration. After all, there is little that is more effective than 

a hands-on experience.

Service
Here you find all the service information you require – from 

a point of contact at the factory to finance schemes for your 

KRONE machine as well as training schemes for staff and users.

Download Center
Are you looking for a KRONE calendar for your desktop or a 

smart picture for your presentation? Here, at the KRONE 

download center, you will find plenty of useful material for a wide 

range of projects.

Used Machinery
KRONE often has a wide range of demonstration or exhibit 

machinery on offer. This is a good site to find your KRONE 

machine. Then contact your local KRONE dealer to arrange the 

details of a potential purchase.

Parts
24 / 7... This service gives you the opportunity to find your 

KRONE part at any time and without waiting. The KRONE 

Agroparts Portal has an article number and exact description for 

every part. You can order the part instantly at your local KRONE 

dealer by sending an e-mail to Agroparts.

KRONE shop
Are you looking for a gift or are you a collector of farm models? 

Then you should definitely shop around at our KRONE shop. We 

take your orders at any time of the day.

Discover the world at KRONE and browse through our website pages 
to find facts and figures and also new developments plus a wide range 
of services. Explore our website and find out how versatile the KRONE 
world is.

Internet
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