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Manual Jib Crane

Hydraulic Jib Crane

The KANGA Manual Jib Crane has been designed to be used with category 1 
linkage tractors and has a lifting capacity of 500kg*. 

Two (2) hitch points ensure the operator can assess the lift to safely load and 
unload.  The hitch points are a slip in pin design making it possible to use a 
range of lifting straps, chains and equipment.  KANGA recommend only rated/
tested lifting straps are used, and for heavy loads use the hitch point closest to 
the tractor. 

The jib has been braced across the top for extra strength and is constructed 
from heavy duty 5mm square tube.  The hitch points are fully welded and 
reinforced, and the 3-point linkage (‘A’ frame) is a double clevis and braced 
design to reduce twisting and bending when in transit. 

The KANGA Manual Jib connects easily to any category 1 tractor. There are 
multiple holes, where the ‘A’ frame connects, providing a range of different 
lifting arcs.  Once connected ‘lifting’ is achieved by raising and lowering the 
tractor’s lower linkage arms.

The KANGA Hydraulic Lifting Jib has been manufactured with a heavy duty 
frame and a positive locking, three (3) position, adjustable jib.   

At the end of the adjustable jib there is a crane hook with a spring loaded 
clip so lifting rings or the end of lifting straps can be securely fastened.  
With the jib fully extended, and the tractor lower linkage arms 700mm off 
the ground, the hook has been engineered to lift 500kg (max.) to a height 
of 2.4m*.   

The KANGA Hydraulic Lifting Jib connects easily to any category 1 tractor 
that has a set (one (1) set) of hydraulic remotes.  

Once connected, ‘lifting’ is achieved by activating the tractor’s hydraulic 
remotes. 

Operators must check the maximum lift capacity of their tractor.  In some 
cases (i.e. compact tractors) they may need to reduce the maximum load 
(in line with the tractor speci� cation) and the length of the adjustable jib 
(tractor/implement stability).

Code KJCM KJCH
Description Manual Jib Crane Hydraulic Jib Crane

Construction Steel 100x100x6mm sq. tube, welded and gussetted Steel sq. tube, welded and gussetted

Linkage/Mounting Double clevis, category 1, braced and gussetted frame (12mm steel) Double clevis, category 1

Finish Powder coated Powder coated

Lifting mechanism Manual Hydraulic (double acting (2") ram and hoses)

Lifting operation By raising and lowering a tractor's lower linkage arms By activating one set of remote on the tractor

No. of lift points 2 3

Max. lift capacity (kg) 500*

Tractor range (hp) 30 - 60 50 - 100

Weight (kg) 68 160

* Operators are responsible for calculating tractor/implement stability and ensuring load and lift does not result in damage or harm.


